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i TRANSPARENT LIUS-OCH VARMEPRESTENDA ENLIGT NORMEN 1509050 i
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B Fargnummer|  Solfaktor S invandigt rme Varn Ljus NCS RAL Pantone 5
2 T G T T Genomslapp|  reflekton | absorption [PIaRCT] £
g
2 M005 0,16 036 g m 021 S052-Y | +/-9010 S

l I | . l I | O r e mM710 0417 038 023 $1005-Y | +/-1013 1205C
= M711 0,15 041 0,18 1005-Y20R = +/- 1015 467C
o w2z oas 0,42 0,16 $2010-Y | 447032 | 4535C
M709 0,16 039 0,16 S030-Y20R | +/- 1017 1345C
| wess om 0,41 011 S1002-G | +/-7047 420¢
s . M652 | 0,09 048 0,07 $4502-B | +/-7046 430C
E UTAN ATT SYNAS
| . -2 - |Firgnummer| Solfaktor | SF invndigt Varme Varme Ljus NCS RAL Pantone
g:ir(w;:;l;:; rs:iltstkgfigaaai‘ie i ! ke dubbelgasat C fonster|  dubbelglasat ¢ |1+ 11T G R EEEENSTUN genomslipp
samtidigt som du har god X309 022 0,42 0,45 0,24 027 S0580-Y10R | 1018 109C
sikt utat. Tack vare dess
perforerade mikrostruktur » X238 0,08 +1-52050 RSDB‘ +/-5024 279¢C
ﬁart::li;:‘l;\ﬁwgl och - ra s i o~ X567 007  |56030-850G, 6004 5467C
X927 0,09 S2060-R | +/-3027 1945C
X392 0,05 S75028 | +/-7016 432¢
T # X393 0,06 650N | 8019 a12¢
UNN OCH LATT X391, 0,09 0,54 0,06 S8500-N | 7021 426C
LIKA PRAKTISK SOM ESTETISK . KNjSK :TEX‘”L 3 Solfaktor | SF invandigt Varme Varm:
- : 2 ubbelgset Cfostr|  dubbelgasat ¢ [+ 111 R ET B genomslapp
Sunworker ar endast 0,40 mm tjoc h kan darfor la ompz ter vilket gor de 3 -
anvindbara i arkitektoniska miljser. Den latta vikten ger e a 1 n att paverka a {EESSOLSKYDD Moos| 0,02 03 [ | on
: 0,02 035 0,66 g
— N
0,02 038 0,56 E
0,03 039 051
§
0,02 0.36 0,62 E
0,03 0,40 W o050 H
0,04 0,48 025
LJUS-OCH VARMEPRESTENDA ENLIGT NORMEN EN14501
Normen EN14501 Klassificerar produkter efter dess prestanda som vérme och ljusbarriar. Normen &r den referensen i Europa.
Varmeeffektivitet Visuelleffektivitet 2
Férgnummer | gtot | gtot | Blindningskontroll| Nattinsyn Utsikt Naturljus 2
ext* | int* 3
moos| 2 1 1 2 0 2 H
i
m710| 2 1 1 2 1 2 g
— M1 2 1 1 2 1 2 3
1. Solgenomslapp H
2. Solreflektion l m712| 2 1 0 1 1 2 <
3. Solabsorption 2
mM709 | 2 1 1 2 1 2 8
| wesa 3 1 1 2 1 1 2
W ves2 4 1 3 2 2 1 8
X309 2 2 1 2 ° 2 Norm EN14501 b
Klass gtot* Evaluation ”
X238 2 1 3 Z 2 1 2
o % X567 | 3 0 1 1 2 1 4 gtot<0,1 Mycket hdg effektivitet
VARMEBARRIAR MED HOG T
X927 3 1 3 2 2 1 .10 < gtot < 0,15 | Hog effektivi &
PRESTANDA 3 010<gtot<0,15  Hog effektivitet £
Tack vare sin mycket jamna, perforerade : x392| 4 0 3 2 2 1 2 [0155gt0t <035 | Medeleffektivitet 2 -
njlkrosgruktur fung“erar Sunworker som ett effektivt X393 4 0 3 2 2 1 1 035<gtot<0,50  Lag effektivitet § i3
varmefilter. Den stanger ute upp till 92% av solens DICKSON A N
stralningsvarme och forhindrar darmed éverhettning - X391 4 0 3 2 2 1 0 gtot > 0,50 Mycket lig effektiitet| & 5
av byggnader under sommaren. Under vintern ar - a
processen den motsatta, virmen bevaras i huset. * gtot: Solfaktor fér Screen + fanstertyp C (dubbelglasat 4-16-4, lag emission (skickt 3), Argon ; U=1,2 W/mK ; g=0,59) §
www.dickson-constant.com E
<
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g STABILITY AND DURABILITY S)S7E g
2 = = ——— = Thanks to their specially formulated solution- L coating, Sunworker fabrics do not 2
break down when exposed to extreme climatic jtions. The pigments used allow the colours
to keep all their brilliance under the effects of th rays.
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Sunworker M005 White (&) @ M710 Creme (&) @ M711 Champagne @)@
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M712 Beige @) @ M654 Grey (&) @ M652 Argent (&) o
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Sunworker opaque
=
X927 Red @)
Unworker Conforms to the RT 2005 requirements VERSATILITY
WEIGHT ACOUSTIC ABSORPTION TEMPERATURE FOR USE
W MiandM2:330 g/m" NFENISO2286-1 ~ mMiandM2:ClassE NF ENISO 354 W -30°C > +70°C
W Opaque: 470g/m’ NFENISO2286-1  mOpague: nc. g
! ’ (X 238 | (X 567 |
THICKNESS IRE RESIS £ ROLL LENGTH
M M1and M2:0,40 mm  NF EN IS0 2286-3 M1 NF P92503 60 m (150 cm width) X309 Yellow @ X238 Blue @ X567 Green @
mOpaque: 045mm NFENISO2266-3  [SSSESREIERS EIRSRL VA 50 m [widths of 125 cm and 175 cm)
FONEEEE c1 UNI9I76 30 m (300 cm width and opaque)
Class 1 UNE-EN 1373: 2003
M2 NF P92503 CLEANING
TEARING STRENGTH B Sunworker M2 [81 DIN 4102 =
0apy water
In daN/5em : UNI 9176
W MiandM2: Warp 43 - Weft 22 DIN 53363 NF P92503
W Opaque:  Warp50-Weftd0 150135371 [RCETTSIIAuemeT [m DIN 4102 GUARANTEE X392 X 393 | 1391 ]
UNI 9176 W5 years
& X392 Charcoal @ X393 Bronze @ X391 Black @
o
& TENSILE STRENGTH WIDTHS TOLERANCE
E In daN/cm : WMi: 125cm-150cm-175cm-300cm | M : 5% for all measures References also To enable you to fully express your
| I M1 and M2 : Warp 220 - Weft 150 IS0 1421 M2 150 cm - 300 cm | Have sam{lles sent to you available in opaque Zreallvw:y,dall Sunworker fabrics can
g M Opague:  Warp 250 - Weft 160 IFENSO1S0:! | 1 Opaque : 145 cm ‘| onreques Verelons; CRrintedion
<
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