
611
WIDTH: 180 cm WEIGHT: 630 g/sqm

JUMBO ROLLS*: ± 500 lm

ADVANTAGES

TECHNICAL SPECIFICATIONS
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PRÉCONTRAINT® 611 STANDARDS

YARN 1100 dtex PES HT

WEIGHT 630 g/sqm EN ISO 2286-2

WIDTH 180 cm

TENSILE STRENGTH (WARP/WEFT) 200/180 daN/5 cm EN ISO 1421

TEAR STRENGTH (WARP/WEFT) 20/18 daN DIN 53.363

ADHESION 8/8 daN/5 cm EN ISO 2411

FINISH VARNISH ON FACE

HANDLING TEMPERATURE RANGE -20°C/+70°C

QUALITY MANAGEMENT SYSTEM ISO 9001

FERRARI® PRÉCONTRAINT® TECHNOLOGY
• EXCEPTIONAL DIMENSIONAL STABILITY

MADE OF RECYCLED COLOUR PASTES:
PRÉCONTRAINT® ECONOMICAL TARPAULINS

>

>

The technical characteristics shown are average values given as a guide and may be modified.
*Our packaging data are given for information only and may vary as a function of manufacturing conditions.

COLOURS & REFERENCES
(COLOURS ARE INDICATIVE)

Ref. 611-050

Ref. 611-020

Ref. 611-363

Made of recycled colour pastes: colours
vary from one batch to the other.

Availability: please ask.

COVERS AGICULTURAL SHELTER


